
 

 

章丘市锦工机械有限公司罗茨鼓风机产品资料 

JGR系列罗茨鼓风机性能参数表                        
JGR80型三叶罗茨鼓风机性能参数表 

配套电机 配套电机 

转速 

(r/min) 

升压 

(kPa) 

流量 

(m3/min) 型号 
功率 

（kW） 

整机最 

大重量 

（kg） 

转速 

（r/min) 

升压 

（kPa) 

流量 

（m3/min) 型号 
功率 

（kW） 

整机最 

大重量 

（kg） 

9.8 3.12 Y100L1-4 2.2 9.8 4.32 Y100L1-4 2.2 

14.7 3.02 Y100L1-4 2.2 14.7 4.19 Y100L1-4 2.2 

19.6 2.92 Y100L1-4 2.2 19.6 4.11 Y100L2-4 3 

24.5 2.82 Y100L1-4 2.2 24.5 4.03 Y112M-4 4 

29.4 2.75 Y100L2-4 3 29.4 3.95 Y112M-4 4 

34.3 2.68 Y100L2-4 3 34.3 3.88 Y112M-4 4 

39.2 2.59 Y100L2-4 3 39.2 3.81 Y132S-4 5.5 

44.1 2.52 Y112M-4 4 44.1 3.73 Y132S-4 5.5 

49 2.45 Y112M-4 4 49 3.65 Y132S-4 5.5 

53.9 2.38 Y112M-4 4 53.9 3.58 Y132M-4 7.5 

58.8 2.34 Y132S-4 5.5 58.8 3.52 Y132M-4 7.5 

63.7 2.27 Y132S-4 5.5 63.7 3.44 Y132M-4 7.5 

68.6 2.20 Y132S-4 5.5 68.6 3.37 Y132M-4 7.5 

73.5 2.14 Y132S-4 5.5 73.5 3.30 Y132M-4 7.5 

1140 

78.4 2.07 Y132M-4 7.5 

244 1560 

78.4 3.21 Y160M-4 11 

289 

9.8 3.35 Y100L1-4 2.2 9.8 4.62 Y100L2-4 3 

14.7 3.25 Y100L1-4 2.2 14.7 4.55 Y100L2-4 3 

19.6 3.15 Y100L1-4 2.2 19.6 4.45 Y100L2-4 3 

24.5 3.08 Y100L2-4 3 24.5 4.43 Y112M-4 4 

29.4 3.04 Y100L2-4 3 29.4 4.25 Y112M-4 4 

34.3 2.95 Y100L2-4 3 34.3 4.19 Y132S-4 5.5 

39.2 2.88 Y112M-4 4 39.2 4.14 Y132S-4 5.5 

44.1 2.80 Y112M-4 4 44.1 4.04 Y132S-4 5.5 

49 2.74 Y112M-4 4 49 3.94 Y132M-4 7.5 

53.9 2.65 Y132S-4 5.5 53.9 3.89 Y132M-4 7.5 

58.8 2.60 Y132S-4 5.5 58.8 3.84 Y132M-4 7.5 

63.7 2.52 Y132S-4 5.5 63.7 3.73 Y132M-4 7.5 

68.6 2.45 Y132S-4 5.5 68.6 3.65 Y132M-4 7.5 

73.5 2.37 Y132M-4 7.5 73.5 3.59 Y160M-4 11 

1230 

78.4 2.30 Y132M-4 7.5 

244 1650 

78.4 3.48 Y160M-4 11 

289 

9.8 3.59 Y100L1-4 2.2 9.8 5.01 Y100L2-4 3 

14.7 3.52 Y100L1-4 2.2 14.7 4.80 Y100L2-4 3 

19.6 3.42 Y100L1-4 2.2 19.6 4.75 Y100L2-4 3 

24.5 3.35 Y100L2-4 3 24.5 4.69 Y112M-4 4 

 

 

 

 

 29.4 3.28 Y100L2-4 3 

 

 

 

 

 

 

 

 

 

 

 29.4 4.53 Y112M-4 4 

 

 

 

 

 



 

 

 
* 所示转速的罗茨鼓风机采用联轴器传动 
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34.3 3.22 Y112M-4 4 34.3 4.45 Y132S-4 5.5 

39.2 3.14 Y112M-4 4 39.2 4.37 Y132S-4 5.5 

44.1 3.05 Y112M-4 4 44.1 4.29 Y132S-4 5.5 

49 2.98 Y132S-4 5.5 49 4.22 Y132M-4 7.5 

53.9 2.92 Y132S-4 5.5 53.9 4.15 Y132M-4 7.5 

58.8 2.86 Y132S-4 5.5 58.8 4.07 Y132M-4 7.5 

63.7 2.77 Y132S-4 5.5 63.7 4.01 Y132M-4 7.5 

68.6 2.69 Y132M-4 7.5 68.6 3.93 Y160M-4 11 

73.5 2.61 Y132M-4 7.5 73.5 3.85 Y160M-4 11 

1300 

 

 

 

 

 

78.4 2.53 Y132M-4 7.5 

244 

 

 

 

 

 

1730 

 

 

 

 

 

78.4 3.79 Y160M-4 11 

289 

 

 

 

 

 

9.8 3.71 Y100L1-4 2.2 9.8 5.23 Y100L2-4 3 

14.7 3.65 Y100L1-4 2.2 14.7 5.12 Y100L2-4 3 

19.6 3.55 Y100L1-4 2.2 19.6 5.02 Y112M-4 4 

24.5 3.50 Y100L2-4 3 24.5 4.96 Y112M-4 4 

29.4 3.44 Y100L2-4 3 29.4 4.82 Y132S-4 5.5 

34.3 3.35 Y112M-4 4 34.3 4.74 Y132S-4 5.5 

39.2 3.30 Y112M-4 4 39.2 4.66 Y132S-4 5.5 

44.1 3.20 Y132S-4 5.5 44.1 4.58 Y132S-4 5.5 

49 3.14 Y132S-4 5.5 49 4.51 Y132M-4 7.5 

53.9 3.07 Y132S-4 5.5 53.9 4.43 Y132M-4 7.5 

58.8 3.01 Y132S-4 5.5 58.8 4.35 Y132M-4 7.5 

63.7 2.95 Y132M-4 7.5 63.7 4.29 Y160M-4 11 

68.6 2.86 Y132M-4 7.5 68.6 4.22 Y160M-4 11 

73.5 2.77 Y132M-4 7.5 73.5 4.15 Y160M-4 11 

1360 

78.4 2.69 Y132M-4 7.5 

244 1820 

78.4 4.08 Y160M-4 11 

289 

9.8 3.98 Y100L1-4 2.2 

14.7 3.90 Y100L1-4 2.2 

19.6 3.82 Y100L2-4 3 

24.5 3.71 Y100L2-4 3 

29.4 3.58 Y112M-4 4 

34.3 3.50 Y112M-4 4 

39.2 3.42 Y132S-4 5.5 

44.1 3.34 Y132S-4 5.5 

49 3.27 Y132S-4 5.5 

53.9 3.20 Y132S-4 5.5 

58.8 3.14 Y132M-4 7.5 

63.7 3.07 Y132M-4 7.5 

68.6 3.00 Y132M-4 7.5 

73.5 2.92 Y132M-4 7.5 

1440 

* 

78.4 2.84 Y132M-4 7.5 

244  


